












17 of 20

09
/2

01
6,

 R
ev

. 0

Assembly Instruction
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FLAMRO Variant N II A
according to ETA-13/0922

Assembly steps

Before the installation of the pipe seal, it is to be checked if all 
boundary conditions (e.g. type and thickness of wall or floor, 
type and size of pipes and insulations as well as environmental 
conditions) comply with the regulations.

The pipe collar Variant N II A can be applied for uninsulated 
pipes only.

Floor penetration seals or bigger wall seals need a formwork. 
Soaking surfaces of the strcutural element shall be moistened 
with water.

The pipe collars must be mounted to the rigid walls or floors 
through the fastening clip with appropriate dowels and steel 
screws M6 or M8.
Availabe fixing points should be used.

Finally apply the identification sign to the penetration seal. 
The identification must be placed next to the penetration seal 
to the building component and is available at Flamro Brand-
schutz-Systeme GmbH.

Before assembling the fire protection mortar, the remaining 
gaps between wall or floor and the inserted pipe are to be filled 
completely with dimensionally stable, non-combustible build-
ing materials, e.g. concrete, cement or gypsum mortar (class 
A1 or A2-s1,d0 according to EN 13501-1.

Wall installation Floor installation

A suitable fire protection collar must be utilised.
For pipe penetrations through floors, there must be a fire pro-
tection collar arranged to the bottom side of the floor. For pipe 
penetration through walls, there must be a fire protection collar 
arranged on each side of the wall.
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DECLARATION OF PERFORMANCE
for product FLAMRO Variant N II A

1.         Unique identification code of the product-type: RA-13-0922

2.         Intended use: 	 Pipe penetration seal

3.         Manufacturer: FLAMRO Brandschutz-Systeme GmbH
                                                    Am Sportplatz
56291 Leiningen

4.         Authorised representative: Not relevant

5.         System(s) of AVCP: System 1

6.a)      Harmonised standard Not relevant

6.b)      European Assessment Document: ETAG-026, Part 2, 
August 2011                                                

            European Technical Assessment: ETA-13/0922

            Technical Assessment Body: OIB - Österreichisches Institut für Bautechnik, Vienna

            Notified bod/ies: Materialprüfanstalt für das Bauwesen
Braunschweig, No. 0761
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7.         Declared performances

Essential characteristics Performance Harmonised technical
specification

Fire resistance as a pipe sealing for plastic pipes made of PVC, PE
or PP due fire protection collar type FLAMRO Variant N II A with dimen-
sions max. 400 mm within min. 100 mm thick light penetration walls, 
min. 100 mm thick rigid walls or min. 150mm thick rigid walls. *)

Max. EI 120 - U/U
or

Max. EI 240 - U/C

ETA-13/0922

Durability and serviceability Use category Type X
Air permeability NPD
Water permeability NPD
Release of dangerous substances none
Mechanical resistance and stability NPD
Resistance to impact / movement NPD
Adhesion NPD
Airborne sound insulation NPD
Thermal properties NPD
Water vapour permeability NPD

Components - reactions to fire Class acc. to 
EN 13501-1

FLAMRO Variant N II A (intumeszierende Einlage) E
FLAMRO Variant N II A (Stahlblechgehäuse) A1
*) according to ETA-13/0922

8.         Appropriate Technical Documentation / 
            Specific Technical Documentation: Not relevant

Website where Declaration of Performance can be viewed:
www.flamro.com
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The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is isssued in accordance 
with Regulation (EU) No. 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Dr. Hemp, Head of R&D / Authorised officer, FLAMRO Brandschutz-Systeme 
(Name and position)

Leiningen, 27.10.2017                                                                                                                     .....................................................
(Place and date of issue)                                                                                                                     (signature)              


